FRATCO

SPECIFICATIONS

*For 4" Pipe See Seperate Drawing For Correct Profile "Single Corr - R series (4 in)"

Pipe Dimensions
Nominal Crown . Pipe Weight / ft . Available Lengths|
Diameter ID oD Height | Pitch (g/Ibs) Perforation Type (f)
3" 3.06" 3.64" 0.260" 0.647" 100 g/0.22 Ibs Class 2 100; 4800
*4" 3.99" 4.7" 0.295" .647" 1509/ 0.33 Ibs 100; 200; 3000
5" 5.01" 5.77" 0.534" 677" 213 g/ 0.47 Ibs 150; 1800
6" 5.99" 7.01" 0.455" .65" 318 g/ 0.70 Ibs 100; 1300
8" 8.1" 9.49" 0.636" 97" 499 g/ 1.10 Ibs 20, 700
10" 10.07" 11.79" 0.730" 1.33" 798 g/ 1.76 Ibs 20, 530
12" 11.99" 14.77" 1.104" 2.0" 1143 g/ 2.52 Ibs 20, 330
15" 15.01" 17.59" 1.123" 2.67" 1750 g/ 3.86 Ibs 20, 180
18" 17.99" 21.35" 1.59" 3.0" 2467 g/ 5.44 Ibs 20
24" 23.99" 27.25" 1.76" 4.0" 3146 g/ 6.93 Ibs 20
—Pitch
T ob All Fratco 3” - 24" R Seri fi
. Crown . ratco 3" - 24” R Series products, formerly
CI‘OSS SeCt|On Height Matenals known as HD, are produced using minimum of
70% recycled High Density Polyethylene resin.
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