
This specification is held in standard according to the following: AASHTO M252, ASTM F667. 

Gaskets, when applicable, shall meet the requirements of: ASTM F477, ASTM D3212.

Nominal 
Diameter ID OD Crown 

Height Pitch
Pipe Weight

(Per Foot:
Grams/Pounds)

Perforation
Type

Available 
Lengths 
(In Feet)

4” 3.99” 4.70” 0.295” 0.647” 263 g / 0.58 lbs Class 2 6’, 10’, 20’

6” 5.99” 7.01” 0.455” 0.65” 445 g / 0.98 lbs Class 2 20’

8” 8.1” 9.49” 0.636” 0.97” 644 g / 1.42 lbs Class 2 20’

10” 10.07” 11.79” 0.730” 1.33” 1152 g / 2.54 lbs Class 2 9.75’, 20’

PHYSICAL PIPE DIMENSIONS:

SPECIFICATIONS

CROSS SECTION DIAGRAM:
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MATERIALS:

Fratco 4”- 10” V Series products, formerly 

known as XD, are produced with 100% virgin 

High Density Polyethylene resin meeting the 

minimum requirements of cell classification of 

424420C as described in ASTM D3350. 

PRODUCT

MATERIAL SIZE

4” - 10”
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